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INSTRUCTION MANUAL 



UNIVERSAL APEX DOME LIGHT (WHITE)  

 

Part #: 59-1012 

Fitment: UNIVERSAL 

TOOLS NEEDED: 
 

      

Side Cutter 

Pliers 

Lighter / 

Heat Gun 

Small Flathead 

Screwdriver 

Drill 5/16” 

Drill Bit 

11/32” 

Drill Bit 
 

PARTS INCLUDED: 

• Rocker Switch Harness (4x) 

• Power Harness (1x) 

• Apex Light (2x) 

• Dielectric Grease (1x) 

• Adhesive Promoter Wipe (1x) 

• Roll Bar Adapter (1x) 

• M6 Flat Washer (1x) 

• Rubbing Alcohol Wipe (1x) 

 

 

• Heat Shrink (1x) 

• Wire Tie (8x) 

• Adhesive-Backed Magnetic Badge (1x) 

• Strap (1x) 

• Double Sided Tape (1x) 

• M5 x 0.8 x 6mm Allen Screw (2x) 

• M6 x 1.0 x 10mm Allen Screw (1x) 

 

INSTALL VIDEO TUTORIAL 

DON’T LIKE INSTRUCTIONS? 

VISIT OUR WEBSITE TO ACCESS 

THE VIDEO TUTORIAL. 

CALL US WITH ANY QUESTIONS: 855-617-2787 

 

 

 

 

 

 

 

AUTO GLOW 

APEX DOME LIGHT - RED 
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  i MOUNT ROLL BAR ADAPTER 

  

 
 

 

WARNING! 

OPTIMAL SURFACE 

TEMPERATURE RANGE 

70°F - 100°F 

DO NOT USE CLEANERS 

WITH AMMONIA 

 

 

 

OPTION A DIAGRAM - ROLL BAR MOUNTING  

 

 

APEX LIGHT 

 

ROLL BAR ADAPTOR 

M5 X 0.8 X 6MM 

ALLEN SCREW (2X) 

DOUBLE-SIDED TAPE 

ROLL BAR 

STRAP: GOES IN 

BETWEEN APEX 

LIGHT AND ROLL 

BAR ADAPTER 

 JUMP TO STEP 8 TO FINISH INSTALL  

7A OPTION A - ROLL BAR MOUNTING 
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OPTION B DIAGRAM - FLAT SURFACE MOUNTING  

 
 

 
APEX LIGHT 

 
DOUBLE-SIDED TAPE 

 
PREPPED FLAT PANEL 

M6 FLAT WASHER 

M6 X 1.0 X 10MM 

ALLEN SCREW 

 

  

iv TIGHTEN HARDWARE 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! 

OPTIMAL SURFACE 

TEMPERATURE RANGE 

70°F - 100°F 
DO NOT USE CLEANERS 

WITH AMMONIA 

 

 

 

 JUMP TO STEP 8 TO FINISH INSTALL  

7B OPTION B - FLAT SURFACE MOUNTING 

 
 

 END 

DRILL ¼” HOLE 

ON PANEL 

 

ON PANEL 

 END 
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Auto Glow Dome Light stays 
on. 

   

open = Auto Glow Dome 

Light on. 

  

Glow Dome Light stays off. 

 

 

8 FIND THE BEST SPOT TO INSTALL MAGNETIC SENSOR 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
RECOMMENDED AREA 

TO STICK MAGENTIC 

BADGE 

RECOMMENDED AREA TO 

STICK MAGNETIC SENSOR 

   

CHOOSE MOUNTING LOCATIONS WHERE SESNOR WHERE WILL 

COME INTO CONTACT WITH MAGENTIC RAVEK BADGE WHEN 

DOOR CLOSED 
 

 

 

8 CONTINUED 

9 10 STICK SENSOR STICK MAGNETIC BADGE 
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WHY RAVEK 

Stock UTVs don’t come with enough storage, lighting, comfort, 

and protection. That’s why we started RAVEK. 

 
We live to design, manufacture, and test innovative SxS upgrades that 

elevate the riding experience. Here’s what you can expect from us: 

• Durable products built to last (100% lifetime guarantee) 

• UTV upgrades thoughtfully designed & tested by riders 

• Outstanding installation support (videos & USA customer service) 

• Constant flow of epic riding content (check out our social media) 

 
We’re confident your RAVEK product will earn its place on your 

machine. Please call or e-mail us if we can help. 

 
- Harry & Ricky (Brothers & Owners) 

 
 

 

MESSAGE FROM THE DESIGNER 

I designed the Apex Dome Light to provide exceptional illumination for your cab in 

dark environments. With this light, you’ll be able to see clearly where you’re stepping 

and even read comfortably inside your UTV, no matter where you are. Enjoy the 

convenience and brightness of your newly lit cab with this innovative solution. 

 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


