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PARTS INCLUDED: 

APEX LIGHT WITH INSERT (2X) FRONT LEFT HARNESS (1X) 

LIGHT (1X) 

INPUT HARNESS (1X) 

OUTPUT HARNESS (1X) 

ADHESIVE PROMOTER WIPE (3X) 

ALCOHOL WIPE (3X) 

HORN/HAZARDS SWITCH WITH 

HARNESS (1X) 

REAR HARNESS (1X) 

BEFORE YOU BEGIN — INSPECT YOUR KIT 
Verify all components listed in the What's in the Kit section and Parts Addendum are present and undamaged before starting. If anything is missing or damaged, stop and 

contact RAVEK at 1-855-617-2787 before proceeding. Proceeding with installation constitutes acknowledgment that all components were received and inspected. RAVEK 

cannot be held responsible for incomplete installations resulting from uninspected or unreported missing components. 

Installation of a RAVEK Turn Signal Kit does not automatically authorize your UTV / side-by-side for on-road use. Street-legal requirements for UTVs vary significantly by 

state, county, and municipality — and in some jurisdictions, no amount of added equipment qualifies a UTV for public road operation. It is the sole responsibility of the user 

to verify local requirements before operating on any public roadway. 

 

Part #: 65-2000 

Fitment: CAN-AM DEFENDER HD11 2026+ 
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DON’T LIKE READING INSTRUCTIONS? 

 

TOOLS NEEDED: *OPTIONAL 

 

T-40 Torx T-30 Torx T-20 Torx 3mm Allen Wrench 4mm Allen Wrench 

 

 

     
Side Cutter Pliers Push Pin Pliers Small Flathead 

Screwdriver 

Ratchet 5/16” drill bit 

 

     
10mm Wrench 1/4” drill bit* 11/32” drill bit* Drill* Wire Fish* 

 
 
 

 

 

 

General Notes: 

• Throughout this process, be sure to keep track of any screws or fasteners you 

remove and reinstall them in the exact location. 

• Dielectric grease is provided, and you may use it for added protection. 
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2 

2A 

 

 
 
 

 
Open the front windshield. [SEE FIGURE 1A] 

 
 
 
 

Carefully remove the end plastic dash covers to avoid damage. This 

will allow you to mount your turn signal controller and access the bud 

bar in a later step. [SEE FIG. 2A] 
 

Using push-pliers, remove the push pins securing the A-pillar cover. Then, 

use a T-30 Torx driver to remove the screws. Before removing the A-pillar 

cover, release the windshield shock from the ball stud. Remove the cover 

and place it in a clean area. Repeat this process on both the driver and 

passenger sides. [SEE FIGS. 3A & 3B] 

  

PREP THE VEHICLE 

3A 3B 

3 
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4A 4B 

2B 2A 

To access the bus bar and prepare for mounting the turn signal controller in 

a later step, remove the dash by taking out the T-30 Torx screws. This will 

give you access to the area behind the dash and the bus bar, allowing for a 

seamless installation process for wire routing and controller mounting. [SEE 

FIGS. 4A & 4B] 
 

 
To allow you to route wiring from the front of the machine to the back, 

use a flat-head screwdriver or trim tool to remove the rivets securing the 

front passenger floor mat, then lift the mat. Partially lift the front center 

tunnel mat as well, just enough to access and remove the push pins on 

the center tunnel floor panel so it can be opened later for wire routing. 

[SEE FIGS. 5A & 5B] 
 

 

4 

5 
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3A 

4A 

On 4-door models, remove the rear passenger floor mat and partially lift 

the rear center tunnel mat to access and remove the push pins of the 

rear center tunnel panel, allowing enough clearance to route wiring in a 

later step. [SEE FIG. 6A] 

 

 

 
Remove the mat covering the battery compartment, 

then release the two twist points on the plastic battery 

cover and carefully lift or shift it just enough to create a 

passageway for routing wires from the front to the rear of 

the machine. [SEE FIG. 7A] 

Note: Full removal of the floor panels or battery panel is 

not necessary — you only enough clearance to run wiring. 
 
 

 

7 

6 
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5A 

6A 6B 

In order to gain access to the bed side cover hardware and OEM 

harnesses, dump the rear bed of the UTV to access the passenger-side 

bed panel. [SEE FIG. 8A] 
 

 

 
Using a T-30 Torx bit, remove the four screws securing the passenger-

side bed cover. [SEE FIGS. 9A & 9B] 

 

 
With the passenger-side bed panel removed unplug the rear right taillight 

connector and set the panel aside on a clean, soft surface to avoid scratches. 

[SEE FIG. 10A] 

 

8 

9 



9 RAVEK CAN-AM DEFENDER HD11 TURN SIGNAL INSTRUCTIONS  

2 ROUTE TSK WIRING AND MAKE YOUR CONNECTIONS 

2A 

Follow the right-side frame rail to locate the OEM multipin rear harness. 

Release the locking tabs and carefully disconnect the harness without 

forcing it. [SEE FIG. 11A] 

 

 

 
Place the controller behind the display screen area near the bus bar. Do 

not mount it yet—just set it in place for now [SEE FIG. 1A] 

 

With the hood open, route the front left, front right, and horn harnesses 

through the firewall grommet to the controller location. We suggest 

using a wire fish to make this step easier. [SEE FIG. 2A] 

 

2 
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3A 

4A 

IF USING ROCKER SWITCHES KIT: carefully remove two switch 

knockouts from your dash with a small flathead screwdriver. 

IF USING TURN SIGNAL LEVER KIT (RAVEK PART # 65-2092): 

route the turn-signal and hazard wires from the controller to the steering 
column and follow the lever installation instructions. [SEE FIG. 3A] 

 

 
Route the rear wiring from the controller through the partially 

opened panels, guiding it toward the rear of the machine. Leave 

some slack in the wiring to allow for adjustments to ensure that 

wiring remains away from hot or moving components when 

installation is complete. [SEE FIGS. 4A & 4B] 
 

 

3 

4 
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TO LEFT LIGHT 
TO BUS BAR 

TO RIGHT LIGHT 

TO HORN/HAZARDS SWITCH 

 
TO TURN SWITCH 

 

 
HORN TO HORN 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

REAR MAIN REAR EXT. TO REAR HARNESS 

4B WIRING DIAGRAM OVERVIEW 
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6A 

 

 

 
OUR SUGGESTED 

AREAS TO MOUNT 

LICENSE PLATE 

BRACKET 

 

 

Mount the license plate bracket in your preferred rear location using the 

supplied hardware, then connect its harness to the kit’s rear harness to 

power the plate light for nighttime visibility. [SEE FIG. 6A] 

 

5A 

TO RIGHT TO RIGHT 

HARNESS 

PLUGS FOR 

RED APEX 

LIGHTS 
TO REAR HARNESS 

FROM CONTROLLER 

CONNECTOR CONNECTOR 

TO LICENSE 

Connect the rear harness by plugging one end into the OEM multipin 

connector on the right-side frame rail and the other end into the right 

taillight connector. Finally, connect the rear extension to the 4-pin JST 

connector on your rear harness. [SEE FIG. 5A] 

5 

6 
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1A 

2A 

2B 

3 

 

Locate the front bumper cavities and clean the inner surfaces using the 

supplied adhesive promoter and alcohol wipes. This preparation step 

ensures proper adhesion, as Apex light bumper inserts will be installed in 

these cavities in the following step. [SEE FIGURE 1A] 
 

 
Peel off the adhesive backing from the double-sided tape pieces on your 

insert. Carefully position the insert and clip it onto the bumper. Next, place 

the provided clip onto the insert using the included hardware. Once the 

insert is secured to the bumper, use your hand to rotate the clip so that it 

grasps the backside of the bumper and locks into place, securing the insert 

firmly. [SEE FIGS. 2A & 2B] 
 

 

MOUNT APEX LIGHT BUMPER INSERTS A 
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3MM ALLEN 
3MM ALLEN 

REMOVE APEX LIGHT FROM INSERT 

A SELECT LOCATIONS FOR APEX LIGHTS 

 

Important Note for CAN-AM DEFENDER HD11 Owners Without a Full-Coverage 
Front Bumper: 
This guide is only for DEFENDER HD11 models without a full front bumper (no 
bumper or bull bar only). The main instruction manual covers installation with a 
bumper insert, which does not apply here. 
If your Defender falls into this category, follow the steps below to install the APEX 
light using the provided hardware. For all other steps, refer to the original manual. 
Before starting, grab your insert and use a 3mm and 4mm Allen wrench to remove 
the APEX light from the insert. [SEE FIG. 1A] 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Mounting Options: 

• Exterior Body Panel – Any panel with at least 

8” of flat surface. 

• Roof Mounting – Ideal for elevated visibility. 

• Roll Bar / Bumper Mounting – Flexible 

placement to suit your setup. 

Scan the QR code to watch a 50-second video 

walkthrough of the Apex light mounting options. 

3B MOUNT APEX LIGHT BUMPER INSERTS 
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If mounting your Apex Lights to a roll bar or bumper, follow the Roll Bar 
Mounting steps in Step BC. 

If mounting to an exterior panel or roof, choose one of the following: 

• 

• 

C 

Adhesive (No-Drill) Mount – follow Step BD 

Drill Mount for maximum security – follow Step BE 

OPTION C - ADHESIVE ONLY MOUNTING: 

OPTION C DIAGRAM - ROLL BAR MOUNTING 

A B C 

 

 

 

 

 
Attach the roll bar adapter to the light base using two M5 x 0.8 x 6 mm 

Allen screws and a 3 mm Allen wrench [SEE FIGS. A–C]. Select the wire 

exit side that best hides the wiring. 

 

B READY TO MOUNT APEX LIGHTS 
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E 

F G H 

N M L 

Thread the provided strap through the opening between 

the light base and adapter [SEE FIGS. D–E]. 

 

 
Wipe the roll bar and light base with the provided alcohol wipe, let dry, 

then repeat with the adhesion promoter wipe [SEE FIGS. F–H]. 

 

 
Apply the double-sided tape to the roll bar adapter and press the light 

firmly onto the cleaned surface [SEE FIGS. K–N]. 
 

 

2 

3 

4 
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5 

P 

D OPTION D - ADHESIVE ONLY MOUNTING: 

Tighten the strap around the base and roll bar [SEE FIGS. O–P]. 

Rotate the buckle to manage any excess strap length. 
 

 

 

 

OPTION D DIAGRAM - ADHESIVE ONLY MOUNTING  

 

 
APEX LIGHT 

 
 

 
DOUBLE-SIDED TAPE 

PREPPED FLAT PANEL 

 
Select an exterior panel with at least 

8” of flat surface [SEE FIG. A]. For 

roof adhesive mounts, drill a hole 

to route the wires— the Apex Light 

adhesive forms a watertight seal. 

A 
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Wipe the panel and light base with the provided alcohol wipe, let dry, 

then repeat with the adhesion promoter wipe [SEE FIGS. B–C]. 

 

B C 

RUBBING 

ALCOHOL WIPE 

ADHESIVE 

PROMOTER WIPE 

 
Apply the double-sided tape to the light base and press firmly onto 

the prepared surface, ensuring full contact for a secure, long-term hold 

[SEE FIGS. D–G]. 

 

2 

3 
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A 

 
 

OPTION E DIAGRAM - DRILLED AND ADHESIVE MOUNTING  

 
 
 
 

 

•  APEX LIGHT 

 

•  DOUBLE-SIDED TAPE 

•  PREPPED FLAT PANEL 

•  M6 FLAT WASHER 

•   
    10MM 

ALLEN SCREW
 

 
Choose an exterior panel with at least 8” of flat surface [SEE FIG. A] 

 

 

E OPTION E - DRILLED AND ADHESIVE MOUNTING: 
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E 
 

RUBBING 
ALCOHOL WIPE 

ADHESIVE 
PROMOTER WIPE 

 

F 
 

RUBBING 
ALCOHOL WIPE 

ADHESIVE 
PROMOTER WIPE 

 

B C D 

Use the double-sided tape holes as a template to mark where to drill. 

2 Ensure you can access the back side of the panel for installing the flat 
washer [SEE FIGS. B–D] 

 

 

 
Drill a ¼” hole for the mounting screw, then drill an 11/32” hole to route the 

Apex light’s wiring. Use a brad-point drill bit to prevent panel damage. 

 
 

 
Wipe the panel and light base with the provided alcohol wipe, let dry, then 

repeat with the adhesion promoter wipe [SEE FIGS. E–F]. 
 

 

3 

4 
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5 

G H 

 
Attach the double-sided tape to the light base [SEE FIGS. G–I] 

 

 

 
Feed the wiring through the 11/32” hole, peel the tape backing, and firmly 

press the light onto the cleaned surface [SEE FIGS. J–L] 
 
 

 

J K L 

6 
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M 

 

 

 
DOUBLE-SIDED TAPE 

 

PREPPED FLAT PANEL 

N 

4 INSTALLING YOUR HORN 

Insert the M6 x 1.0 x 10 mm socket-head screw with M6 flat washer from the 

back side of the panel into the light base using a 4 mm Allen wrench 

[SEE FIGS. M–N]. If a longer screw is required, contact us for a 

replacement or purchase an M6 x 1.0 screw in the length you need locally. 

 

 

 

 
Route the horn harness from the Turn Signal Controller to the front of the 

Defender. Choose an OEM bolt location and mount the horn in a clear area 

away from suspension and moving parts [SEE FIGS. 1A–B]. 
We recommend using the screw under the hood shown in FIG. 1B. 

 

 

7 
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1A 

RED = ACCESSORY 

POWER 

 
GROUND 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
Locate the bus bar behind the display screen area. Attach the provided 

power harness to the accessory power and ground, securing it with the 

supplied nuts and a 10 mm wrench to power the turn signal kit. [SEE FIG. 1A] 
 

 

5 CONNECT KIT TO POWER 
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Moun Mount your dash indicators to the Defender dash. We recommend 

positioning them above the air vents as shown in FIG. 1A. Use the supplied 

washers and nuts included with the indicators. Drill the mounting holes using 

a 5/16” drill bit to install the indicators. [SEE FIGS. 1A – 1C] 

 

1A 

 

 

 

 

 

 

 

 

 

 

 

1B 

6 INSTALL DASH INDICATORS 

1C 
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USE THE PROVIDED 

DOUBLE-SIDED TAPE TO 

MOUNT THE CONTROLLER 

TO A CLEAN SURFACE. 

 

 

After confirming the kit works (dash indicators, horn, turn signals and hazards) 

secure wiring with the supplied zip ties and trim the excess. Clean both the 

controller and mounting surface with the provided adhesive and alcohol wipes, 

let dry, then apply the tape to the controller and press it into place. Allow 24 

hours to cure before riding. [SEE FIGURE 1A] 

We recommend mounting the turn signal controller behind the display screen 

near the bus bar, as this provides a well-concealed and protected location.

7 STICK YOUR CONTROLLER 
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