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Part #: 64-1030 Fitment: POLARIS RANGER XP 1000 2025+ & POLARIS RANGER 1500 XD 2024+ 

TOOLS NEEDED:  
 

    4mm Allen  10mm Deep 

    Wrench  Well Socket 
 

    

   

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 
DOME LIGHT  

HI-JACK HARNESS – POLARIS RANGER XP 1000 2025+ 
 

CALL OUR TECH LINE WITH ANY QUESTIONS: 855-617-2787 

SCAN CODE FOR VIDEO WALKTHROUGH 

T-30 Torx  T-40 Torx  

INSTALLATION VIDEO GUIDE 

 

Small Flathead 
Screwdriver 

PARTS INCLUDED: 

 

 

 

 

 

 

 

      

    

 

 

 

 

 

T-20 Torx  
Push Pin 

Pliers 
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• Before you begin the installation, disconnect the battery to prevent any 
electrical damage. 

• Tilt the passenger seat forward to gain access to the battery tray located  

underneath the seat: 

o 2-door models: the battery is beneath the front passenger seat. 

o 4-door models: the battery is beneath the rear passenger seat. 

• Once the seat is tilted forward, remove the battery tray to fully expose the 
battery and create enough working space for disconnecting the terminals. 

• Using a 10 MM WRENCH, disconnect the battery terminals in the proper 
sequence: 

o Remove the negative (ground) cable first to eliminate the risk of 
grounding the system. 

o Then remove the positive cable to fully isolate the battery from the 
vehicle’s electrical system. 

o Following this order helps prevent accidental sparks or short circuits. 

• For visual reference during this step, see [FIGS. 1A & 1B].  

 
 

 
 
  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

DISCONNECT BATTERY – RANGER XP 1000 & 1500 XD 

SCAN FOR TECH TIP 
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• Move to the front of the machine to access the hood area. 

• Locate the two twist-lock knobs that secure the hood in place. 
 

• Release both twist-lock knobs by turning them counterclockwise 
until they disengage. 

 

• Once unlocked, slide the hood forward to disengage it from the 
front mounting points. 

 

• With the hood fully released, lift it upward and remove it 
completely from the machine to open the front access area see 
FIG. 1A for visual guidance. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 
  

 PREPARE THE MACHINE - RANGER XP 1000 
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• Remove Front Side Hood Panel (Driver Side) 

o Move to the front of the machine.  

o Only on the driver side, remove the following hardware securing 
the front side hood panel:  

• (1) T-30 Torx bolt from the top of the panel [SEE 
FIG. 2A] 

• (1) T-40 Torx bolt from the top of the panel [SEE 
FIG. 2A] 

• (2) T-40 Torx bolts from underneath near the wheel 
well [SEE FIG. 2B] 

•  (1) push pin from the door jamb area [SEE FIG. 2C] 

o Retain all hardware for reinstallation.  

o Carefully remove the panel to gain access to inner panel you 
eventually will install your sensor [SEE FIG. 10D] 
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•  Carefully remove one switch knockout from the dash panel using a small 

flat-head screwdriver or trim tool. [SEE FIG. 3A] 

• Apply gentle pressure to avoid damaging the surrounding dash material. 

• Remove only the selected knockout to prepare the opening for switch 

installation. 

 

 
 

 
 
 
 
 
 
 
 
 

• Remove the two push pins securing the switch panel, then carefully open 

the panel and allow it to hang freely to provide access to the rear of the 

panel. [SEE FIG. 4A] 

 

and installing the rocker switch in the dash panel. 
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• Under the hood, locate the pulse bar where the accessory power 
connections are made. [SEE FIG. 5A] 

 

• Identify the studs at each end of the pulse bar. These studs will be 
used to connect the power harness. Attach the black ring terminal 
to the ground stud and the red ring terminal to the power stud, 
then secure both connections using a 10 mm socket and ratchet. 
With exception of the sensor wire, run all other wiring through 
firewall grommet and bundle underneath the dash once you 
complete the install. [SEE FIG. 5B] 
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• Dome Light Location 

o Locate the factory-installed dome light on the cab roof. On Polaris Ranger 
models, the dome light is mounted in the interior headliner on the cab roof, using 
a T-20 Torx bit, remove the two bolts holding the light. [SEE FIG. 6A] 

o The factory electrical connector will be plugged into the rear of the dome light 
assembly. 

• Headliner Removal (Access Required) 

o Using a plastic trim tool or flathead screwdriver, remove the seven “christmas 
tree” fasteners (this will allow to access the harness easily). [SEE FIG. 6B]  

o Carefully support the headliner as the final fasteners are removed. 

o Lower and remove the headliner to access the dome light wiring and connector. 
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7 • Hi-Jack Dome Light Harness Installation 

o Locate the OEM dome light connector at the dome light assembly. [SEE 
FIG. 7A] 

o Disconnect the factory connector from the dome light. [SEE FIG. 7B] 

o Plug the Hi-Jack Dome Light Harness into the OEM dome light. 

o Plug the factory dome light connector into the mating connector on the Hi-
Jack Harness.  

o Verify connector orientation before fully seating both connectors. 
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• Remove the hardware securing the roof liner to the Ranger 1500XD. 
o Remove the four T-40 Torx bolts securing the switch panel/rearview mirror 

panel. [SEE FIG. 2A] 
o Remove the two push pins on the driver’s side of the roof near the 

windshield. [SEE FIG. 2B] 
o Remove the two push pins on the passenger’s side of the roof near the 

windshield. [SEE FIG. 2C] 
o Remove the two T-20 Torx bolts securing the dome light. [SEE FIG. 2D] 
o Remove the two T-30 Torx bolts securing the rear portion of the roof liner. 

[SEE FIG. 2E] 
o Leave roof liner hanging for easy pulse bar accessibility.  

 

 
  

 PREPARE THE MACHINE - RANGER 1500 XD 
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• With the roof liner hanging, access the pulse bar.  

• Hook up the dome light ring terminals to the keyed power and ground located in 
the pulse bar. [SEE FIGS 2A & 2B] 
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•  Carefully remove one switch knockout from the dash panel using a small 

flat-head screwdriver or trim tool. [SEE FIG. 3A] 

• Apply gentle pressure to avoid damaging the surrounding dash material. 

• Remove only the selected knockout to prepare the opening for switch 

installation. 

• Install dome light rocker switch in the open slot. [SEE FIG. 3B] 
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 INSTALL MAGNETIC SENSOR – RANGER XP 1000 

1 Sensor & Magnet Location 

• Mount the magnetic sensor behind the front-side hood panel. The sensor is strong 
enough to detect the magnetic sticker through the panel material. [SEE FIG. 1A] 

• Position the sensor so it aligns with the magnetic sticker when the door is fully 
closed. [SEE FIGS. 1A & 1B] 

• The sensor must align with the magnetic sticker at full closure to ensure proper 
trigger function. [SEE FIGS. 1A – 1D] 

• NOTE: Minor alignment variation is acceptable, as the sensor will detect the 
magnetic sticker within a small offset range. 

 
Surface Preparation – Sensor Mounting Area 

• Clean the mounting surface using the included Alcohol Wipe 

• Allow the surface to dry completely. 

• Apply the Adhesive Promoter Wipe to the same area. 

• Allow promoter to fully dry (approximately 30–60 seconds). 
 
Install Magnetic Sensor 

• Peel the adhesive backing from the sensor. 

• Position the sensor on the prepared mounting surface. 

• Press firmly for 30–60 seconds to ensure full adhesion. 
 
Install Magnetic Sticker (Door Side) 

• On the corresponding door surface (directly opposite the sensor when closed), 
clean the mounting area using the same cleaning and adhesive promoter process 
above. 

• Apply the magnetic sticker to the prepared surface. 

• Ensure the sticker aligns with the sensor when the door is fully closed. [SEE FIG. 
1D] 

• Confirm alignment by closing the door and verifying dome light activation once the 
battery is hooked up again in the next step. 
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 INSTALL MAGNETIC SENSOR – RANGER 1500 XD 

1 Sensor & Magnet Location 

• Mount the magnetic sensor on the C-pillar. [SEE FIG. 1A] 

• Position the sensor so it aligns with the magnetic sticker when the door is fully 
closed. [SEE FIG. 1A] 

• The sensor must align with the magnetic sticker at full closure to ensure proper 
trigger function.  

• NOTE: Minor alignment variation is acceptable, as the sensor will detect the 
magnetic sticker within a small offset range. 

 
Surface Preparation – Sensor Mounting Area 

• Clean the mounting surface using the included Alcohol Wipe 

• Allow the surface to dry completely. 

• Apply the Adhesive Promoter Wipe to the same area. 

• Allow promoter to fully dry (approximately 30–60 seconds). 
 
Install Magnetic Sensor 

• Peel the adhesive backing from the sensor. 

• Position the sensor on the prepared mounting surface. 

• Press firmly for 30–60 seconds to ensure full adhesion. 
 
Install Magnetic Sticker (Door Side) 

• On the corresponding door surface (directly opposite the sensor when closed), 
clean the mounting area using the same cleaning and adhesive promoter process 
above. 

• Apply the magnetic sticker to the prepared surface. 

• Ensure the sticker aligns with the sensor when the door is fully closed. [SEE FIG. 
1D] 

• Confirm alignment by closing the door and verifying dome light activation once the 
battery is hooked up again in the next step. 
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  Reconnect Battery 

• Reconnect the battery terminals in the correct order: connect the positive 

terminal first, then the negative terminal. 

Install Rocker Switch 

•  Place your switch on your open switch knockout. 

System Test – Door Sensor Operation 

• Open and close the door to verify proper operation. 

• Confirm the dome light turns ON when the door is open. 

• Confirm the dome light turns OFF when the door is closed. 

System Test – Rocker Switch Function 

• Test the rocker switch to confirm manual override operation. 

• Verify the dome light responds correctly to both ON and OFF switch 

positions regardless of door state. 
 

  

 
 

 

Reinstall any removed interior panels. Confirm all wiring is securely tied, routed away from 
heat and moving components, and that no harness is pinched by panels. Verify all connectors 
are fully seated. 
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 POWER KIT – RANGER XP 1000 & 1500 XD 

 

POSITIVE FIRST GROUND LAST 

1A 

2 



 HI-JACK DOME LIGHT INSTRUCTIONS REV C 

 

  

 
 
 
 
  

2 
 

RAVEK WISCONSIN TECH SUPPORT LINE: 855-617-2787 


